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athena spa, via delle albere, 13 - 36045 alonte (vi) - italy 

tel. + 39.0444.727258  - fax +39.0444.727222 

e-mail: ordini@athena-ad.com (per il mercato italiano)

e-mail: sales@athena-ad.com (for foreign markets)

800491590
Numero Verde

solo dall’Italia

Athena [31,1 Kw/42,3 CV] 
Test eseguiti con: 
-	 Gruppo termico Athena 

D.83 mm; 
-	 Scarico originale con silenzia-

tore Arrow, fornito di serie da 
Husqvarna; 

-	 Centralina aggiuntiva Athena;
-	 Filtro aria speciale Athena.

Athena [31,1 Kw/42,3 CV] 
Tests made with: 
-	 Athena cylinder kit D.83 

mm; 
-	 Original exhaust pipe with Ar-

row silencer, supplied by Hu-
sqvarna;

-	 Athena electronic unit;
-	 Athena special air filter.

Originale [27,1 Kw/36,8 CV]
-	 Test eseguiti con motore ori-

ginale;
- Scarico originale con silenzia-

tore Arrow, fornito di serie da 
Husqvarna. 

OEM [27,1 Kw/36,8 CV]

-	 Tests made with stock engine.

-	 Original exhaust pipe with Ar-

row silencer, supplied by Hu-

sqvarna;

83 mm 

55 mm 

297,6 cc 

12,5:1 

31 Nm / 8250 rpm

31,1 Kw / 42,3 CV

76 mm 

55 mm 

249,5 cc 

12,9:1 

26 Nm / 8250 rpm

27,1 Kw / 36,8 CV

ALESAGGIO / CYLINDER BORE
CORSA / STROKE
CILINDRATA / DISPLACEMENT
RAP. DI COMPRESSIONE / COMPRESSION RATIO
coppia / torque
POTENZA ALL’ALBERO / CRANKSHAFT POWER

OEM

- Cilindro in alluminio con riporto galvanico progettato con vasche d’acqua maggiorate;
- Pistone forgiato con trattamento superficiale al molykote (D. 82,95 / 82,96 mm); 
- Kit segmenti;
- Kit guarnizioni speciali;
- Centralina aggiuntiva Athena

- Aluminium cylinder with nickel-carbide coating, designed with wider water jackets;
- Forged piston with moly coating; 
- Rings set;
- Special gaskets kit;
- Added electronic unit.
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HUSQVARNA TE-TC 250 I.E. 2008 D. 83 mm
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POTENZA ALL'ALBERO / CRANKSHAFT POWER [KW]

ATHENA [31.1kW / 42.3 CV]

OEM [27.1kW / 36.8 CV]

2 Per. Media Mobile (ATHENA 
- Coppia / Torque)

2 Per. Media Mobile (OEM -
Coppia / Torque)

ATHENA [31,1 kW / 42,3 CV]

OEM [27,1 kW / 36,8 CV]

ATHENA - Coppia / Torque

OEM - Coppia / Torque


